k Taper of sginle no;se

"R8 or NT 30#

Spindle speeds (variable)

16 (steps) 66-4533

~ Quill travel

127 mm (5")

Quill feed per revolution of Spindie

0.04 mm(0.0012")0.08 mm(0.003")0.015 mm(0.006")/rev

 Head swivel

Right and left 90 front and back 45

Motor of spindle

3 HP

254 x 1270 mm (10" x 50")

~ Table working size
Longitudinal travel

manual 910 mm(36")auto 840 mm (33")

- Cross travel

406 mm (16")

Vertical travel of knee

406 mm (16")

- Overarm travel

550 mm (22")

Net weight

Working table area (LxM)

1200 kg

1270x254 mm

Longitudinal travel munual / auto

780 mm/ 700 mm

Cross travel

430 mm

Vertical travel of knee

460 mm

Spindle speeds

16 steps 65-5816 rpm. .

Quill feed per revolution of spindie

0.04 mm 0.08 mm 0.15 mm / rev

Quill travel

127 mm or 150 mm

Spindle taper

NT 40

Swivel angle of head

right and left 90 front and back 45

Motor of spindie

5HP

Quill diameter

105 mm

A.Overall height

2300 mm

B.Overall depth

1900 mm

C.Overall width

2450 mm

D.Distance of spindle to table

70-520 mm

Machine load:

350 kg

Packing dimensions(LxWxH)

1720 x 1600 x 1800 mm

Net weight

1500kg




